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尺寸
(mm)

机型
(Model)

额定电压
(VDC)

转速
(RPM)

风压
(Inch-H2O)

噪音
(db(A))

※  如有特殊规格需求，请与Sunon业务人员连络

IP 68 Rating
高防护風扇系列

2 BALL
轴承

IP-68

应用产业：电信网通设备、冷冻冷藏、户外LED照明、光伏逆变器

8：于一定压力下长时间浸水

6：完全防止粉尘进入

Application :  IT/Telecom、Refrigeration、Outdoor LED Lighting、Solar Inverter

IP-68

6：Complete protection against dust

8：Protection against permanent immersion

风量
(CFM)

12 4800 0.41 47.560.0 105

12 4500 0.35 46.057.0 105

12 4200 0.30 44.553.0 105

24 4800 0.41 47.560.0 105

24 4500 0.35 46.057.0 105

24 4200 0.30 44.553.0 105

48 4800 0.41 47.560.0 105

24 3900 0.25 43.065.0 113

24 4200 0.30 45.070.0 113

24 4500 0.35 47.075.0 113

12 3900 0.25 43.065.0 113

12 4200 0.30 45.070.0 113

12 4500 0.35 47.075.0 113

12 4100 0.27 41.150.3 109

12 4500 0.32 43.155.9 109

12 4800 0.36 45.259.4 109

48 4500 0.35 47.075.0 113

48 4200 0.30 45.070.0 113

48 3900 0.25 43.065.0 113

48 4500 0.35 46.057.0 105

48 4200 0.30 44.553.0 105

重量
(g)

Dustproof & Waterproof Fan Series

GF80251B1-000C-AE9

GF80251B2-000C-AE9

GF80251B3-000C-AE9

GE80252B1-000C-AE9

GE80252B2-000C-AE9

GE80252B3-000C-AE9

GE80254B1-000C-AE9

GE80254B2-000C-AE9

GE80254B3-000C-AE9

GF80321B1-000C-AE9

GF80321B2-000C-AE9

GF80321B3-000C-AE9

GF92251B1-000C-AE9

GF92251B2-000C-AE9

GF92251B3-000C-AE9

GE92252B1-000C-AE9

GE92252B2-000C-AE9

GE92252B3-000C-AE9

GE92254B1-000C-AE9

GE92254B2-000C-AE9

GE92254B3-000C-AE9
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